TYPICAL SECTION - TENNANT AVE SERVICE ROAD

Note: Follow existing adjoin service road alignment, see plan.

TYPICAL SECTION - TANK SERVICE ROAD

TYPICAL SECTION - SINGLE DRIVEWAY

Note: Provide short turnaround at plan.

NOTES
1. See Sheet 9-32 for notes.
STORM DRAIN OUTFALL STRUCTURES

- 36" STORM DRAIN MAINLINE
- 6" PERFORATED PIPE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- 36" STORM DRAIN MAINLINE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- 36" STORM DRAIN MAINLINE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- 36" STORM DRAIN MAINLINE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- 36" STORM DRAIN MAINLINE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP
- 6" PERFORATED PIPE
- FILTER FABRIC (DRAIN ROCK)
- EXISTING GROUND
- 6" TO 12" RIP-RAP