2' BENCH

4% MIN
12" DIA CPP DOWN PIPE SECURED TO SLOPE GRADED SWALE AND CORRUGATED PLASTIC PIPE DROP INLET (SEE DETAIL AT RIGHT)

2:1 MAX 4% MIN
24" 6"
2:1 MAX
6" DEEP GRAVEL REINFORCED ROAD

2% MAX
WIDTH VARIES PER PLAN

5% MAX
8' DEEP GRAVEL REINFORCED ROAD

2' DEEP GRAVEL REINFORCED ROAD

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FOLD & SET FILTER FABRIC INTO SOIL BACKFILL AND COMPACT THE EXCAVATED BOX IN 6" TRENCH AND ON BOTH SIDES OF FILTER FENCE FABRIC

2"X2" 14 GA WIRE FABRIC OR EQ.

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FOLD & SET FILTER FABRIC INTO SOIL BACKFILL AND COMPACT THE EXCAVATED BOX IN 6" TRENCH AND ON BOTH SIDES OF FILTER FENCE FABRIC

2"X2" 14 GA WIRE FABRIC OR EQ.

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FILTER FENCE

2"X2" 14 GA WIRE FABRIC OR EQ.

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FILTER FENCE

6" DEEP GRAVEL REINFORCED ROAD

2% MAX
WIDTH VARIES PER PLAN

5% MAX
8' DEEP GRAVEL REINFORCED ROAD

2' DEEP GRAVEL REINFORCED ROAD

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FOLD & SET FILTER FABRIC INTO SOIL BACKFILL AND COMPACT THE EXCAVATED BOX IN 6" TRENCH AND ON BOTH SIDES OF FILTER FENCE FABRIC

2"X2" 14 GA WIRE FABRIC OR EQ.

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FILTER FENCE

6" DEEP GRAVEL REINFORCED ROAD

2% MAX
WIDTH VARIES PER PLAN

5% MAX
8' DEEP GRAVEL REINFORCED ROAD

2' DEEP GRAVEL REINFORCED ROAD

FILTER FABRIC MATERIAL 60" WIDE ROLLS. USE STAPLES OR WIRE RINGS TO ATTACH FABRIC TO WIRE POSTS. USE LINERLESS WIRE FABRIC OR EQ.

FILTER FENCE

FOLD & SET FILTER FABRIC INTO SOIL BACKFILL AND COMPACT THE EXCAVATED BOX IN 6" TRENCH AND ON BOTH SIDES OF FILTER FENCE FABRIC

2"X2" 14 GA WIRE FABRIC OR EQ.