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FLOOD HAZARDS 

A variety of flood hazards pose a threat to 
public safety and property, such as: 
• stormwater flooding, 
• tidal flooding along the Bay, and 
• inundation due to dam failure. 

 Stormwater Flooding 

Stormwater flooding has been a long and 
continuing problem for much of the County ever 
since permanent settlement of the valley floor 
began. In the rural unincorporated areas, the 
most extensive flood problems occur in the 
South County, where well over half of the valley 
floor would be inundated by a 100-year, or 1% 
flood, including much of San Martin. Flood 
waters do not have to resemble torrential flows 
to produce great economic losses. The damage 
to utilities, roads, building foundations, crops 
and other properties can be significant from 
even a foot of standing water. 

Generally poor drainage in local areas has also 
been a major issue over time. Drainage and 
flood control facilities for the South County 
continue to be constructed by the Santa Clara 
Valley Water District as funding permits, but 
many areas still experience persistent drainage 
problems. 

 Tidal Flooding 

Part of the North County is subject to saltwater 
flooding from the Bay. Tidal flooding may occur 
due to levee failure or overtopping as a result of 
exceptionally high tides, and/or excessive 
precipitation. Its severity may be increased in 
areas that have subsided due to overdrafting of 
groundwater basins. The levees used to create 
salt evaporation ponds provide some protection 
from tidal flooding, and historically, there has 
been little impact from tidal flooding as far 
inland as Alviso or the San Jose/Santa Clara 
Water Pollution Control Plant. Over the long 
term, were sea levels to rise due to global 
warming, the potential for tidal flooding could 
become more significant. 

 

 

 Inundation Due to Dam Failure 

Inundation due to dam failure may create major 
life and property losses in the area immediately 
downstream from the dam. The areas affected 
by such catastrophes have been mapped by the 
Santa Clara Valley Water District. Strengthening 
and modifications to dams and spillways that 
will ensure the structural safety of the reservoirs 
in Santa Clara County is an ongoing effort of the 
Water District. For the rural areas, open space 
uses, such as agriculture, are generally 
prescribed for areas subject to potential 
inundation from dam failure. 

MAJOR PUBLIC POLICY OBJECTIVES 
REGARDING NATURAL HAZARDS 

 Protecting Public Safety and Property 

Chief among public policy objectives is of course 
the protection of life and property from natural 
hazards. Primary examples include building 
codes intended to increase the ability of struc-
tures to withstand earthquakes; flood control 
projects; and public safety agencies’ capability to 
respond adequately to hazards when they occur. 

 Minimizing Fiscal Impacts of Hazards 

Of secondary but considerable importance is the 
issue of fiscal impacts of natural hazards to the 
County and the taxpayers. In times of fiscal 
strain, local governments are placed under even 
greater burdens by the costs of responding to 
major fires, floods, or earthquake-induced 
damages. Therefore it is important that land use 
policies help minimize the potential fiscal 
impacts of natural hazards, which are of several 
types: 
• ongoing maintenance and repair costs, such 

as the costs of maintaining roads that are 
located in areas repeatedly impacted by 
landslides; 

• emergency response costs, such as rescue 
operations, fire suppression activities, 
equipment costs, and staff overtime costs; 
and 

• post-emergency or disaster costs, such as 
building inspection operations, rebuilding 
public infrastructure, and loss of govern-
mental revenue from reduced sales and 
property tax.  
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Strategies, Policies 
and Implementation 

Given the prevalence of natural hazards 
common to many portions of the rural 
unincorporated areas of Santa Clara County, the 
General Plan contains the following strategies or 
major policy directions to protect public health 
and safety: 

Strategy #1:  Inventory Hazards And Monitor 
Changing Conditions 

Strategy #2:  Maintain Low Resident 
Population Densities Within High 
Hazard Areas 

Strategy #3:  Design, Locate And Regulate 
Development To Avoid Or 
Withstand Hazards 

Strategy #4:  Reduce The Magnitude Of The 
Hazard, If Possible 

Strategy #5:  Provide Public Information 
Regarding Natural Hazards 

 Policies and Implementation 

 
R-HS 5 
Strategies for reducing the threat of natural 
hazards to life and property within rural 
unincorporated areas shall be to: 
1. Inventory hazards and monitor changing 

conditions. 
2. Maintain low resident population densities 

within high hazard areas. 
3. Design, locate and regulate development to 

avoid or withstand hazards. 
4. Reduce the magnitude of the hazard, if 

possible. 
5. Provide public information regarding 

natural hazards. 

 

Strategy #1: 
Inventory Hazards And Monitor 
Changing Conditions 

 
Adequate documentation of natural hazard 
areas, such as flood plains, active landslide 
areas, fault traces, and high fire hazard areas is 
essential for purposes of determining 

appropriate densities for general areas and for 
determining the appropriate placement of 
structures such as schools, homes, landfills, and 
other land uses. 

Although some natural features change very 
little over time, such as the location of fault 
traces, others must be regularly updated. For 
example, as new flood control projects are 
completed, some areas previously subject to a 
100 year flood may be removed from that 
classification. As conditions change, the 
County’s inventories and mapping must be 
updated to provide an adequate basis for 
decision-making. 

 Policies and Implementation 

 
R-HS 6 
Inventories and mapping of natural hazards 
shall be adequately maintained for use in 
planning and decision-making, including: 
a. Relative Seismic Stability Map; 
b. Composite Geologic Hazards Map; 
c. Soil Creep; 
d. Saturated, Unstable Soils; 
e. Slope Maps; 
f. Flood Hazards maps; 
g. Relative Fire Hazard Rating; 
h. Dam Failure Inundation Areas maps; 
i. Airport Safety Zones; and 
j. closed Solid Waste Disposal Sites. 

Flood Hazards mapping includes those required 
by AB 162 as developed from required sources, 
including FEMA flood maps, California 
Department of Water Resources (DWR), and the 
Santa Clara Valley Water District (SCVWD). 

Implementation Recommendations 

R-HS(i) 9 
Support ongoing efforts to develop and convert 
hazard-related spatial data to GIS digital format. 
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 

Strategy #2: 
Maintain Low Resident Population 
Densities Within High Hazard 
Areas 

 
Given the hazards and topography of the more 
mountainous regions of the County, it is not 
uncommon to find that an individual parcel in 
the rural areas is subject to a variety of natural 
hazards. For example, most of the mountainous 
areas are classified as high or extreme fire 
hazard areas and many areas also contain 
geologic or seismic hazards. In the South Valley, 
areas are prone to regular flooding or poor 
localized drainage that are also least stable 
during earthquakes. 

To minimize risks to resident populations in 
high hazard areas, the General Plan prescribes 
relatively low densities of development 
throughout the rural areas. Limited accessibility 
is a primary factor. Access in some of the more 
remote areas is often limited to narrow, dead 
end roads. In the event of a wildfire or 
earthquake which closes access roads, large 
areas may be isolated from assistance other than 
by air. Emergency response times are increased, 
and evacuation plans may be impossible to 
implement. Other concerns, as mentioned in the 
Summary of this section, involve public 
financial responsibility for maintaining and 
repairing roads and other infrastructure which 
may traverse hazardous areas, such as fault 
traces or active landslides. In the event that such 
roads or utilities suffer major damage and have 
to be repaired or relocated, major unplanned 
public expenses may be the result. 

 Policies and Implementation 

 
R-HS 7 
Areas of significant natural hazards, especially 
high or extreme fire hazard, shall be designated 
in the County’s General Plan as Resource 
Conservation Areas, with generally low 
development densities in order to minimize 
public exposure to risks associated with natural 
hazards and limit unplanned public costs to 
maintain and repair public infrastructure. 

 

R-HS 8 
Areas of persistent flooding and areas of 
potential inundation from dam failure shall 
generally be designated for agricultural land 
uses or other suitable open space use. 

 

Strategy #3: 
Design, Locate And Regulate 
Development To Avoid Or 
Withstand Hazards 

 
Beyond the issue of general land use densities, 
the design, construction, and location of 
development can in many cases significantly 
reduce the risk associated with some natural 
hazards. Building codes play a major role in 
assuring the safety of structures from seismic 
hazards, and subdivision design can avoid 
placement of building sites within areas subject 
to slope failure or other geologic constraints. The 
general policies of the County listed below 
provide the basis for more detailed policies that 
follow which address specific types of hazards. 

 Policies and Implementation 

 
R-HS 9 
Development in rural unincorporated areas 
affected by natural hazards should be designed, 
located, and otherwise regulated to avoid or 
reduce associated risks to an acceptable level: 
1. In areas of highest potential hazard, such as 

floodways, active landslides, fault traces, 
and airport safety zones, no new habitable 
structures shall be allowed. 

2. In other areas of lesser hazards, there shall 
be no major structures for involuntary 
occupancy, such as schools, hospitals, 
correctional facilities or convalescent 
centers. 

R-HS 10 
In all hazard areas, projects shall be designed 
and conditioned to avoid placement of 
structures and improvements where they 
would: 
a. be directly jeopardized by hazards; 
b. increase the hazard potential; and/or, 
c. increase risks to neighboring properties. 
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R-HS 11 
Proposals for General Plan amendments, zone 
changes, use permits, variances, building site 
approvals, and all land development 
applications subject to environmental 
assessment shall be reviewed for the presence of 
hazardous conditions, utilizing the best, most 
up-to-date information available. If a 
development proposal would require a major 
investment or addition to public infrastructure 
in areas subject to high hazards, objective 
estimates of the probable public costs of 
maintaining and repairing the infrastructure 
should be provided to decision-makers. 

R-HS 12 
Proposals shall be conditioned as necessary to 
conform with County General Plan policies on 
public safety. Projects which cannot be 
conditioned to avoid hazards shall be 
conditioned to reduce the risks associated with 
natural hazards to an acceptable level or shall be 
denied. 

R-HS 13 
Where needed to adequately assess the hazards 
of a proposal, the County shall require on-site 
investigations and analysis by certified 
professionals. 

GEOLOGIC AND SEISMIC HAZARDS 

The policies of the General Plan regarding the 
design, location and regulation of development 
to withstand geologic and seismic hazards take 
into consideration the following concepts: 

• The more critical the structure is to public 
safety, such as police stations, or the more 
intense the land use, such as hospitals or 
other high occupancy structures, the greater 
are the restrictions on appropriate design 
and location. 

• When land characteristics are present which 
may compound the risk associated with 
geologic and seismic hazards, such as steep 
slopes, saturated soils, or other factors, the 
design, location and construction of 
development must address the site-specific 
conditions identified through the review 
process. 

 Policies and Implementation 

 
R-HS 14 
Critical structures and infrastructure vital to the 
public health, safety, and general welfare, such 
as water supply facilities, other utilities, police 
and fire stations, and communications facilities, 
shall not be located in areas subject to significant 
impacts from geologic or seismic hazards unless 
there is no feasible alternative site. Projects shall 
be designed to mitigate any seismic hazards 
associated with their sites. 

R-HS 15 
No structure proposed for involuntary 
occupancy, such as schools, hospitals or 
correctional facilities, and no structure proposed 
for high voluntary occupancy, such as theaters, 
churches, or offices shall be approved in areas of 
high geologic or seismic hazard. 

R-HS 16 
No new building site shall be approved on a 
hazardous fault trace, active landslide, or other 
geologic or seismic hazard area that poses a 
significant risk. 

R-HS 17 
Subdivisions shall be designed to minimize 
placement of road and other improvements on 
unstable lands and shall demonstrate suitable, 
stable building sites approved by the County 
Geologist. 

R-HS 18 
Clustered development projects shall 
concentrate home sites on lands not subject to 
geologic or seismic hazards. 

R-HS 19 
In areas of high potential for activation of 
landslides, there shall be no avoidable alteration 
of the land or hydrology which is likely to 
increase the hazard potential, including: 
a. saturation due to drainage or septic systems; 
b. removal of vegetative cover; and 
c. steepening of slopes or undercutting the 

base of a slope. 
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R-HS 20 
Lands where soils are in a continually saturated 
condition should not be used for structural 
purposes or filled with heavy earth fills due to 
their inherently weak and unstable nature. Uses 
requiring septic systems in such areas should 
not be allowed. 

R-HS 21 
Proposals involving potential geologic or 
seismic hazards shall be referred to the County 
Geologist for review and recommendations. 

FIRE HAZARDS 

Access, water supply, building materials, and 
vegetation removal are the four main areas of 
concern in protecting development from fire 
hazard in the rural unincorporated areas. Each 
has a critical role to play in fire safety. 

 Access Issues 

Adequate access has several key dimensions. 
Lack of alternative access to development 
located on dead end roads may result in fire- 
fighting equipment being unable to reach its 
destination entirely. Roads that are impassable 
to firefighting equipment due to substandard 
surfaces, tight corners, steep grades, or bridges 
of inadequate structural integrity are also 
problematic. 

Private roads are less likely to meet County 
standards for these aspects of road design and 
construction, and even if rural roads are 
passable, response times are generally longer 
due to the lower average speeds possible on 
rural roads. Response times to some of the more 
steep and remote areas even in the best of 
conditions may be 30 minutes to an hour and a 
half, far too long for fire-fighting services to be 
of any help to a residential fire. 

 Water Supply Issues 

Water supply is the second major issue. The 
amount of water that can be brought to a site in 
a tanker truck is very limited. Rural private 
development most often utilizes on-site wells 
and storage tanks for water supply, for both 
domestic use and fire protection. Seasonal 
variation in water supply, broken or leaking 

water lines, and electrical failures can render 
homes defenseless if fire fighters arrive only to 
find there is no water supply with which to 
combat the fire. Making matters worse, some 
older homes and structures may not meet 
present development standards and safety code 
requirements. 

 Building Requirements 

Currently, rural unincorporated area 
development must comply with the County’s 
fire code and safety code requirements for, 
among other things, minimum water delivery 
rates and pressure for fire suppression purposes. 
If development in high fire hazard areas is 
unable to demonstrate that it can meet the 
County’s flow requirements, mitigation 
measures, such as automatic sprinkler systems 
in particular, are required, especially in light of 
the typically excessive emergency response 
times. Other mitigation measures may also be 
required. 

Using fire retardant building materials and 
clearing flammable vegetation from the vicinity 
of the structure or residence are also extremely 
important. Uniform building codes now require 
fire retardant roofing materials in high fire 
hazard areas, but siding materials and decks 
also provide opportunities for fires to spread 
from surroundings to structures, and vice-versa. 

 Clearances and "Defensible Space" 

Equally critical is the concept of “defensible 
space.” In the case of a wildfire that threatens a 
rural hillside home, the presence of overhanging 
tree limbs, dead or overgrown brush close by, 
and flammable landscaping increase the 
structure’s vulnerability to fire and provide no 
space within which fire fighters may work to 
prevent the house from catching fire. In the case 
that a fire starts within the home, built up 
vegetation immediately surrounding the 
structure increases the likelihood that the fire 
may spread to the surrounding area. County fire 
codes require that vegetation be cleared and 
managed within approximately 30-50 feet of a 
residence or other development, and that 
overhanging branches be removed. 
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 Earthquakes and Fire Hazards 

Finally, it should also be noted that earthquakes 
pose the single greatest threat to rural areas 
subject to high fire hazards, because the ground 
shaking and other seismic effects may sever 
water connections, topple or empty storage 
tanks, and break natural gas lines. Inspections 
following the Loma Prieta earthquake in 1989, 
for example, discovered that many storage tanks 
were emptied as a result of broken connections 
and other causes, rendering structures 
defenseless to fire hazards. 

 Policies and Implementation 

 
R-HS 22 
Adequate access and water supplies for fire 
safety shall be required for all new 
development, including building sites, 
subdivisions, and clustered development. 

R-HS 23 
Areas for which inadequate access is a general 
concern, either due to lack of secondary access, 
dead-end roads of excessive length, and 
substandard road design or conditions, should 
be examined to determine if there are means by 
which to remedy the inadequacies. Such means 
may include: 
a. specific local area circulation plans to 

establish alternative access; 
b. specific roadway improvements to remedy 

hazardous situations, financed by those 
most benefited by the improvements; and 

c. traffic routing and controls to discourage the 
use of such roads by non-residents. 

R-HS 24 
Dead-end roads shall not be extended unless in 
the judgment of the Fire Authority, such 
extensions will serve to reduce the risks from 
fire hazards in the affected area. 

R-HS 25 
High intensity uses, such as theaters, motels, 
restaurants, schools, etc. and uses requiring the 
handling, transfer, storage or disposal of 
significant amounts of flammable or hazardous 
materials shall be allowed only in areas having 
year-round fire protection and adequate water 
supply systems. 

R-HS 26 
For communities in areas of high or extreme fire 
hazard that have developed under development 
densities greater than generally allowed under 
current General Plan policies, water systems 
with hydrants should be provided wherever 
feasible. 

R-HS 27 
The County should encourage the use of fire-
retardant building materials and landscaping 
not already required by County development 
and building codes when new development and 
rebuilding are proposed in areas of high or 
extreme fire hazard. 

R-HS 28 
Development projects shall be reviewed by the 
County Fire Marshall’s Office for safety code 
compliance and should also be referred if 
necessary to the appropriate fire protection 
authority or district for further review and 
recommendations. 

FLOOD HAZARDS 

Flooding can cause hazards to structures, costly 
property damage, interruptions of public 
services, and malfunctioning of septic systems, 
among other impacts. To minimize such 
impacts, the County and the Santa Clara Valley 
Water District regulate development in flood 
prone areas in conformance with Federal flood 
insurance program requirements. 

 Policies and Implementation 

 
R-HS 29 
Land uses in federally-designated flood plains 
shall be restricted through development 
regulations, and regulation of development in 
flood plains shall require structures for human 
occupancy to minimize the risks associated with 
flood hazards. 
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R-HS 29.1 
New public facilities should not be located in 
flood hazard zones, or if located in flood hazard 
zones, should be designed to: 
a. effectively minimize the flooding hazard, 
b. ensure continued access during flood 

events, and 
c. maintain operations during flood events. 

R-HS 30 
Proposals involving potential flood hazards 
shall be referred to the Santa Clara County 
Valley Water District for review and 
recommendations. 

 

Strategy #4: 
Reduce The Magnitude Of The 
Hazard, If Possible 

 
Flood control improvements and engineering 
can help reduce the magnitude of flood hazards 
to development in flood prone areas, while, 
controlled burning and other measures may be 
possible in some areas to reduce the amount of 
fuel available to wildfires. Levees along the 
baylands are used to protect low-lying areas 
adjacent to the Bay. With regard to geologic 
hazards such as landslides, engineering to 
improve slope stability is possible, through 
drainage systems, reinforcing walls, and 
buttressing, but can be quite expensive for 
individual homeowners. 

FLOOD HAZARD CONTROLS 

The Santa Clara Valley Water District (SCVWD) 
is the principal governmental entity responsible 
for planning, developing, and maintaining the 
county’s system of flood control improvements. 

 

Two major concerns of the SCVWD involve: 
a. the amount of ongoing rural hillside 

development in Santa Clara County, which 
may impact flood control capability 
downstream in urban areas; and 

b. the overall amount of development in rural 
unincorporated areas lacking adequate 
drainage facilities, which has potential to 
overwhelm the capacity of planned flood 
control improvements both in the area and 
downstream. 

Flood control improvements are predicated 
upon a given or projected amount of develop-
ment in an area, and if development and its as-
sociated impervious surfaces exceed projections, 
planned flood control capacity is rendered inad-
equate. Costs to the general public are increased 
if additional improvements are necessitated. 

A major disadvantage of past flood control engi-
neering such as channelization has been the 
elimination of natural stream channels and ri-
parian vegetation. More emphasis is now being 
given to the concepts of combining flood control 
and riparian restoration, while also providing 
for recreation and beautification. One example 
of a flood control technique which incorporates 
these concepts is the “modified flood plain.” It 
seeks to retain natural stream channels, hydrol-
ogy, and vegetation as much as possible while 
also assuring protection from the 100 year flood. 
In order to implement modified flood plain eng-
ineering and similar methodology, it is import-
ant to retain an adequate setback of develop-
ment from the stream so that concrete channel-
ization is not the only available alternative. 

 Policies and Implementation 

 
R-HS 31 
Flood control measures should be considered 
part of an overall community improvement 
program and should advance the following 
goals, in addition to that of flood control: 
a. resource conservation; 
b. preservation and enhancement of riparian 

vegetation and habitat; 
c. recreation; and 
d. scenic preservation of the county’s streams 

and creeks.  
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R-HS 32 
Flood control improvements should be designed 
to maintain streams channels and environments 
in their natural state wherever possible and 
restore the natural environment where it has 
been altered by past activities. Wherever 
possible, adequate setbacks should be 
maintained to allow for flood control 
engineering which maintains the natural 
environment as much as possible. 

FIRE HAZARD REDUCTION AND RISK 
MANAGEMENT 

It is also possible to reduce area wide fire 
hazards to a limited extent. With over 80-150 
tons of fuel per acre in portions of rural Santa 
Clara County, the natural fire hazard is 
substantial. Controlled burning is one way to 
reduce fuel loads and the magnitude of the fire 
hazard to a given area. Ironically though, as 
population and development increase in a given 
area, controlled burning becomes less feasible, 
and increased fuel loading in turn serves to 
increase the threat to life and property from 
wildfire. The densely vegetated areas of the 
central Santa Cruz Mountains are an example, 
where the communities of residential 
development have developed over time on lots 
much smaller than would be allowed under 
current development policies. 

Other means of reducing the fuel load available 
to wildfire, such as brush clearance by mowing 
and other mechanical means, are often cost-
prohibitive, but may become necessary to 
reduce fire hazards. In other areas where 
livestock grazing is an allowed use, grazing can 
also serve to control the amount of fuel available 
to fires that occur in grasslands areas. Weed 
abatement on private lands is currently a service 
of the County Fire Marshall’s Office. It provides 
additional risk reduction by ensuring that 
vegetation is adequately controlled. 

 Policies and Implementation 

 
R-HS 33 
For areas where it may be appropriate, fire 
protection agencies and districts should utilize 
controlled burns and other forms of vegetation 

management to reduce the build up of 
vegetative matter and the potential fire hazard 
within an area. 

 

Strategy #5: 
Provide Public Information 
Regarding Natural Hazards 

 
As a public service of vital importance, local 
governments and public safety agencies should 
strive to maintain public awareness of the threat 
of natural hazards. This service may be 
accomplished through information publications, 
emergency preparedness events, involvement of 
local media, and through the system of public 
education. Many of the activities which best 
protect the public must be the responsibility of 
individuals, such preparing ones’ home in the 
event of major earthquake; however, it is also 
important that the general public understand 
and support infrastructure improvements, 
emergency response capability, and land use 
planning which enhance public safety. 

In addition, the County has the obligation to try 
to ensure that future property owners are aware 
of hazards of residing in the rural 
unincorporated areas. Real estate transaction 
disclosure requirements help inform subsequent 
property owners of the risks, regulations and 
obligations they may face, depending on the 
location. 

 Policies and Implementation 

 
R-HS 34 
Public awareness of the prevalence and risks of 
natural hazards should be maintained and 
enhanced by activities and programs of the 
County, safety service providers, and through 
the educational system. 

R-HS 35 
Known hazard information should be reported 
as part of every real estate transaction in 
accordance with state law. 
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Aviation Safety 

 

Summary 

Aviation for both commercial and general 
civilian purposes is important to the economy 
and general public of Santa Clara County. Each 
airport in the County has an airport-specific 
Comprehensive Land Use Plan that provides 
policies for safety, height, and noise for the 
populations in the vicinity of airports. 

The Santa Clara County General Plan and any 
development proposals governed by it must be 
consistent with ALUC Plans and 
recommendations unless specifically overridden 
by two-thirds vote of the legislative body. These 
major strategies include the following: 

Strategy #1:  Limit Population Densities and 
Land Uses within Designated 
Safety Zones 

Strategy #2:  Regulate Structures and Objects 
Which Could Be Hazardous or 
Distracting to Air Navigation 

Background 

AIRPORTS IN RURAL UNINCORPORATED 
SANTA CLARA COUNTY 

The San Martin Airport (formerly named South 
County Airport) lies within the community of 
San Martin, and along with Moffett Field, is the 
only airport located in unincorporated Santa 
Clara County. It is located west of Highway 101 
between San Martin Avenue to the north and 
Church Avenue to the south. It provides 
primarily for general civilian recreational 
aviation. 

Although aviation is a relatively safe mode of 
travel, especially commercial aviation, accidents 
do occur, threatening the safety of travelers and 
the population on the ground. However, 
aviation accidents tend to occur in predictable 
patterns, which makes it possible to afford a 

greater measure of safety to the general public 
through protective land use planning. 

MOST COMMON TYPES OF AVIATION 
ACCIDENTS 

Most aviation accidents are the result of adverse 
meteorological conditions, pilot error, and/ or 
mechanical failures. The principal types of 
accidents occur for the most part on approach 
and landing; upon takeoff and immediately 
thereafter; and in a pattern clustered along the 
center line of the runway, whether in takeoff or 
landing. Accidents in mid-air during other 
phases of air travel are far less common. 

ROLE OF THE ALUC CLUP FOR LAND USE 
SURROUNDING AIRPORTS 

Airport Land Use Commissions, or the ALUCs, 
were established by state legislation in 1970 for 
all counties having airports both public and 
private, including the Federal Airport at Moffett 
Field, with a military tenant. One of the main 
responsibilities of the ALUC is to minimize the 
risks to the general public from aviation hazards 
through land use planning and development 
review for areas included in “airport influence 
boundaries (AIA).” 

The General Plan Land Use element of Santa 
Clara County and any other jurisdiction with 
airports must be consistent with the adopted 
ALUC Comprehensive Land Use Plans for land 
use surrounding airports. The principal 
strategies to increase aviation safety employed 
by ALUC plans involve: 

• limiting population densities and types of 
land uses in designated safety zones extending 
from each end of a runway; and • regulating the 
height of structures or objects which could pose 
hazards to air navigation, especially those in the 
direct flight path of aircraft. 

Other areas of the ALUC’s regulatory authority 
involve minimizing potential distractions to 
pilots, such as sources of light or glare, and 
limitations on above-ground storage of 
hazardous materials. 
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Although the ALUC reviews land use and dev-
elopment of each affected jurisdiction within the 
“Airport Influence Areas (AIAs)" for conformity 
with ALUC policies, recommendations to the 
jurisdictions have only advisory authority. If a 
jurisdiction wishes to “override” the decision of 
the ALUC, it may do so only with a two-thirds 
vote of its legislative body. 

Once the CLUP is adopted, local jurisdictions 
must incorporate the CLUP into its General 
Plan. The Santa Clara County ALUC has 
prepared and adopted five airport-specific 
Comprehensive Land use Plans, including one 
for Reid Hillview Airport (2007), South County 
(San Martin) Airport (2008), Palo Alto Airport 
(2009), San Jose International Airport (2011), and 
Moffett Field (2012). 

In 2013, the County of Santa Clara amended the 
General Plan to be consistent with the adopted 
San Martin Airport CLUP, including 
amendments updating appropriate sections of 
the General Plan following adoption of all five 
of the CLUPs. 

To achieve consistency, as recommended by the 
ALUC in each of the CLUP’s, the County has 
incorporated the San Martin Airport AIA into 
the General Plan and the CLUP policies by 
reference. The map on P-28.1 shows the location 
of each of the Airports located within Santa 
Clara County. The map on P-28.2 shows the 
Airport Influence Area (AIA) for San Martin 
Airport, located within the rural unincorporated 
area. 

Strategies, Policies, 
and Implementation 

As outlined in the ALUC's Comprehensive Land 
Use Plans for airport safety, the general 
approaches to minimizing aviation hazards 
include the following strategies: 

Strategy #1:  Limit Population Densities And 
Land Uses Within Designated 
Safety Zones 

Strategy #2:  Regulate Structures And Objects 
Which Could Be Hazardous Or 
Distracting To Air Navigation 

 Policies and Implementation 

 
R-HS 36 
General strategies for airport safety in Santa 
Clara County include the following: 
a. Limit population densities and land uses 

within designated safety zones. 
b. Regulate structures and objects which could 

be hazardous or distracting to air 
navigation. 

 

Strategy #1: 
Limit Population Densities And 
Land Uses Within Designated 
Safety Zones 

 
Limiting the number of people exposed to 
typical aviation accidents is the primary 
objective of the first strategy. The larger the zone 
designated for limited population and land uses 
the greater the degree of protection. In fact, 
ALUC-established safety zones extend beyond 
the areas required by FAA regulations with the 
intent not only to protect aircraft on approach 
and departure, but to provide maximum 
protection to ground populations. 

Low density land uses, such as agricultural 
lands, parks, storage areas, parking lots, single-
story warehousing, and similar uses are those 
generally allowed in designated safety zones. 

 Policies and Implementation 

 
R-HS 37 
Land use designations and development 
proposals within the ALUC Airport Influence 
Areas for the rural unincorporated areas of 
Santa Clara County shall be consistent with 
ALUC's Comprehensive Land Use Plans for 
airport safety. 
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 

Strategy #2: 
Regulate Structures And Objects 
Which Could Be Hazardous Or 
Distracting To Air Navigation 

 
Ensuring that aircraft have a safe space to 
operate in and that persons occupying nearby 
structures are equally protected are the primary 
objectives of the second strategy. To that end, 
height restrictions are imposed in areas 
surrounding airports affected by takeoff and 
landing. These restrictions provide an extra 
margin of safety and minimize potential 
distractions to pilots. The ALUC-established 
restrictions are based on FAA regulations. 

Other types of land uses that may be regulated 
are those which could result in significant 
distraction or confusion of pilots. These include 
land uses that may create reflections, glare, dust 
or steam, hazardous lighting, electrical 
interference, attract large flocks of birds, or other 
visibility-reducing or distracting phenomena. 

 Policies and Implementation 

 
R-HS 38 
Santa Clara County shall comply with ALUC 
height restrictions and other regulations 
intended to ensure operational safety of aircraft 
and the safety of those occupying nearby 
buildings. 

R-HS 39 
Land uses, structures, and objects which could 
distract, confuse, or otherwise contribute to pilot 
error shall not be allowed within the vicinity of 
airport operations. 

 

 

 

 

 

 

 

Waste Water Disposal 

 

Summary 

The vast majority of County residents and 
businesses located within the County’s urban 
areas rely on municipal sewers and special 
sanitary districts to provide centralized 
wastewater treatment and disposal services. 
However, the majority of the unincorporated 
County is located outside city Urban Service 
Areas and sanitary districts, where wastewater 
disposal is achieved by means of on-site 
wastewater treatment systems. Consistent with 
countywide urban growth management policies, 
lands outside cities’ Urban Service Areas and 
sanitary districts will continue to rely upon on-
site wastewater treatment systems indefinitely. 
The most common conventional systems are 
also known as septic systems or on-site 
wastewater treatment systems (OWTS), using 
tanks and drain lines to dispose of and treat 
effluent. 

A septic system is an underground wastewater 
treatment system used to treat and disperse 
wastewater on-site. With some exceptions, most 
homes, farms, and businesses in rural 
unincorporated Santa Clara County treat and 
disperse waste water through a conventional 
OWTS. Construction standards and 
performance expectations for these standard 
tank and drain field systems have evolved over 
time because they are no longer seen as a 
temporary means of achieving sanitary 
wastewater treatment and dispersal. 
Furthermore, alternative OWTS technologies 
provide additional options to serve community 
needs where conventional OWTS may not be 
feasible due to certain kinds of site constraints, 
or where modifications are necessary to repair 
failing systems. 

This section of the Rural Unincorporated Health 
and Safety Chapters identifies issues regarding 
on-site wastewater treatment and disposal 
systems, protection of water quality, and the 
policies with which those concerns may be 
addressed. 
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STRATEGY DIRECTIONS 

Several chapters in the General Plan include 
development policies intended to protect 
watersheds, and surface and groundwater 
supplies. The strategies in this section focus on 
the long term maintenance of a safe and clean 
supply of water by: 
• Ensuring the Long Term Reliability of On-

Site Wastewater Systems;  
• Preventing Waste Water Contamination of 

Surface and Groundwater Supplies; and  
• Monitoring Surface and Groundwater 

Quality. 

GROUNDWATER PROTECTION IN RURAL 
UNINCORPORATED AREAS 

The integrity of the groundwater system is a 
countywide concern. The County identifies the 
protection of groundwater aquifers as a major 
issue in rural, unincorporated area 
development. Interested readers should refer 
also to the Resource Conservation Chapter: 
Rural Unincorporated Area Issues and Policies 
for additional discussion of groundwater 
protection strategies. 

Background 

LONG-TERM RELIANCE ON SEPTIC TANK 
SYSTEMS 

In years past, septic tank systems were seen as a 
temporary wastewater disposal solution. It was 
perceived that eventually municipal sewer 
services would replace septic systems as 
development expanded outward from 
previously urbanized areas, particularly valley 
lands. For some parts of rural unincorporated 
Santa Clara County, this may still prove to be 
true, particularly for those undeveloped areas 
adjacent to city urban service areas, where 
managed urban expansion may occur through 
urban service area expansion approvals. 
However, most rural properties will continue to 
rely upon on-site wastewater treatment systems 
(OWTS) for a variety of reasons, described 
further below. 

Chiefly, countywide growth management 
policies provide for only low density, non-urban 
uses outside city urban service areas. Secondly, 
many of the lands outside cities and urban 
service areas are mountainous, and the sheer 
size of this geographic area, over 500,000 acres, 
makes traditional municipal sewer services 
impractical and cost-prohibitive. Geologic and 
other natural constraints have reinforced policy 
and public sentiments toward curbing urban 
sprawl, creating more compact urban 
communities and maintaining the agrarian, 
rural character of the remaining largely 
undeveloped open spaces. Consequently, if 
rural development occurs at all in what are now 
the farms and ranch lands of South County, the 
Diablo Range, and the Santa Cruz Mountains, it 
will be very low density and widely dispersed. 

This perspective of future rural area 
development potential has led environmental 
health professionals and policy makers to 
rethink the purpose, design and long term 
operational requirements for on-site waste water 
treatment facilities in those areas. The intent is to 
ensure that policies and standards are in place 
which will assure that OWTS function reliably 
over the long term to adequately safeguard 
public health and environmental health. 

NATURAL CONDITIONS AFFECTING SEPTIC 
SYSTEMS 

 Challenges to Treatment System 
Engineering 

There are many parts of the rural county with 
geologic, hydrologic and other natural 
characteristics that challenge OWTS designers 
and engineers. Soil texture and structure on a 
site can significantly affect the operation of some 
OWTS. Similarly, leachfield systems on steep 
slopes greater than 20% can present problems 
for slope stability and system operation. Areas 
that have a high seasonal or year-around 
groundwater table have the potential to saturate 
the leachfield trenches, which can compromise 
the operation and effectiveness of the OWTS 
and possibly contaminate surface and 
subsurface water. 
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Conventional On-Site Wastewater Treatment Systems 
 

The typical conventional on-site wastewater 
treatment system consists of a 1,500 gallon 
tank and a series of drain lines (leach lines). 
Sanitary wastes from a residence or other use 
drain into the tank, where solid material settles 
to the bottom, and other materials, such as 
grease or oils that are lighter than water, float 
to the surface. The mass of solids is retained 
and stored in the tank, where microbes 
decompose it and reduce its volume. The non-
degradable residues that accumulate over 
time must be periodically removed by 
pumping, usually once every 3-5 years. The 
effluent drains through the outlet of the tank 
into the drain lines, where it undergoes further 
treatment by microbes and filtration as it 
percolates through the soil. The area occupied 
by the drain lines is also referred to as a leach 
field. 
The drain lines are configured and constructed 
according to regulations and standards in a 
series of parallel lines down slope from the 
tank, making up the drain field. The actual 
length of drain lines, their depth, the amount of 
separation required between them, and the 
number of lines depends on the amount of 
wastewater generated by the use, the nature 
of the soils, and the slope of the land. 
Each drain line consists of a level trench 
which is at 18-36 inches wide and 3-8 feet in 
depth. At least 12 inches of clean drain rock is 
placed in the bottom of the trench, and a 4 
inch diameter perforated drain pipe is placed 
on top of the rock, with an additional 2 inches 
of drain rock added over the pipe. Filter fabric 
is placed over the rock and pipe assembly to 
prevent soil from clogging the rock or the 
trench bottom, and at least 12 inches of 
earthen fill is placed on top of the paper or 
fabric. There is flexibility in the design and 
configuration of a drainfield, given site-specific 
constraints and the technology and materials 
to be used. 
When design specifications are met, the 
system should be capable of accommodating 
the maximum volumes of effluent expected to 
be generated from the residence or other land 
use, and the microorganisms in the leach field 
and soil should provide effective treatment 
and removal of wastes from the effluent. 

 
 

The County maintains stringent standards for 
percolation rates and for all aspects of drain 
field design, construction and location on a 
building site in order to assure that (a) effluent 
is adequately treated; (b) that groundwater 
basins are not contaminated; (c) that the 
effluent does not contaminate the ground 
surface or surface waters; and that (d) effluent 
introduced into sloping areas does not result in 
slope instability or failure. Areas with high 
water tables, unsuitable percolation rates, or 
unstable geology are considered unsuitable 
for development with conventional on-site 
wastewater treatment systems, and permits 
are not granted for use of conventional on-site 
wastewater treatment systems under those 
conditions. However, such parcels may be 
able to utilize a form of alternative wastewater 
treatment technology. [see sidebar on 
Alternative OWTS] 
For conventional systems, the County further 
requires that dual leaching systems be 
installed, each of which is 100% of the total 
size required to serve the use. A diversion 
valve is installed so that the flow of effluent 
may be directed from one field to the other. 
This allows each field to “rest” while the other 
field is in use. During this resting period, the 
microbes that tend to accumulate and clog the 
soil have time to decompose. The result is that 
the field recovers much of its ability to 
effectively treat and dispose of the effluent. 
Proper care of conventional OWTS requires 
that (a) the leachfields are alternated annually 
to provide the proper “rest” period; (b) 
excessive water usage, such as that caused 
by interior plumbing leaks or excessive 
irrigation over the drain field, is avoided; and 
(c) that the septic tank is pumped every 3-5 
years as needed. The sparing use of 
household chemicals and the installation of 
water saving devices, such as low flow shower 
heads and toilets, will also extend the life of 
the system, as well as improve performance. 
In conclusion, adherence to County 
regulations and proper routine maintenance 
should ensure that conventional on-site 
wastewater treatment systems can continue to 
be relied upon to serve the wastewater 
disposal needs of most of the land uses 
allowed within the rural unincorporated areas. 
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On-Site wastewater treatment systems require 
careful design and installation, and periodic 
maintenance to ensure consistent effective 
operation. Certain soil conditions may affect the 
siting of the system and post-installation routine 
maintenance requirements, and may impact the 
effective lifespan of the system. 

 Soil Permeability 

Rural area soil permeability varies dramatically 
from one location to another. Soil permeability 
can be measured by calculating percolation 
rates. These rates define the ability of soils to 
absorb and transmit water, critical factors in 
determining appropriate system design and 
siting standards. 

Soil percolation rates slower than 120 minutes 
per inch or faster than one minute per inch are 
considered unsuitable for any type of OWTS. 
Rates slower than 120 minutes per inch result 
from soils with poor permeability, potentially 
allowing minimally treated wastewater to reach 
the surface and be exposed to human or animal 
contact. Soils with rates faster than an inch per 
minute transmit waste water too quickly for 
natural biologic and chemical filtration 
processes to remove harmful contaminants. This 
raises the possibility that untreated waste water 
could reach groundwater aquifers. 

The U. S. Soil Conservation Service has defined 
and mapped general percolation rates for soils 
throughout the county. Portions of the rural 
unincorporated area contain soils which have 
either undesirably slow or fast percolation rates, 
requiring alternative design requirements or 
prohibiting the use of conventional OWTS. Soil 
percolation testing is performed on proposed 
development sites to more accurately determine 
percolation rates for individual parcels. 

 Slope and Soil Characteristics 

The slope of the property is another site 
characteristic which can impact proper leach 
field functioning. Additionally, soils in 
mountainous areas are more likely to contain 
large amounts of impervious rock and less 
depth of soil to bedrock than flatter, valley 
areas. 

Under certain conditions, if a leach field is 
constructed on steep slopes where there is an 
underlying layer of dense clay, rock, or other 
impervious material near the surface, the 
effluent may flow above the impervious layer to 
the surface and run unfiltered down the slope 
face. The effluent could potentially contaminate 
any surface waters with which it may come into 
contact. To address this issue, leach fields 
proposed on steep slopes require a slope 
stability and/or geotechnical analysis to ensure 
there would be no break-through of effluent or 
degradation of the hillside if an OWTS were 
installed. 

 High Groundwater 

Parts of the rural unincorporated area 
experience high groundwater and/or poor 
seasonal drainage. These areas include parts of 
South County, particularly those areas south 
and east of Morgan Hill and Coyote Valley. 
Water tables are frequently very high along the 
sides of creeks, particularly in the early spring. 
Protection of seasonal high groundwater is 
extremely important since water quality in 
general can be degraded when untreated waste 
water is mixed directly with surface or near-
surface water and is drawn into any of the 
numerous aquifer recharge areas located along 
rural area creeks. 

MONITORING RURAL AREA WATER 
QUALITY AND CONTAMINATION 

 Well Testing Programs 

Several studies have found that nitrate levels in 
some wells exceed the federal drinking water 
standard of 45 parts per million of nitrate. 
Nitrate concentrations exceed 100 ppm in 
several rural area locations. Most of those wells 
are clustered toward the southern end of the 
Llagas Basin. While the data is inconclusive with 
regard to the exact source of the nitrate 
contamination in each well, there is adequate 
data to prompt local officials to intensify well 
testing programs throughout the South County 
area. 

The Santa Clara Valley Water District (District) 
has primary responsibility for managing the 
groundwater basin to ensure its viability as a 
long term potable water supply. The District, 
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working with other local agencies, is concerned 
with the elevated nitrate levels in the Llagas 
Basin and, as a result, has implemented a 
comprehensive program to identify the scope, 
extent and sources of contamination in South 
County groundwater supplies. 

 Tracking the Sources of Contamination 

For the rural area population now served by 
OWTS, most of these systems are outcomes of 
County-regulated design, permits, and 
installation. Therefore, most can be assumed to 
be functioning satisfactorily. However, there 
have been and will likely continue to be 
instances of system failure, as systems age, if 
they are neglected, or when they are 
compromised. The variable nature of soil 
composition and the unpredictability of the 
movement of water within groundwater 
aquifers can complicate efforts to identify the 
sources of water contaminants. 

For example, contaminants from a failing OWTS 
may never actually impact the property owner’s 
well, while adjoining or even distant property 
owners may experience contamination in their 
wells. Variables which complicate tracking 
down the source of contaminating agents 
include site-specific soil conditions, existence of 
perched groundwater, weather events, and the 
rate that specific pollutants move through the 
soil. Pollutants found in a well today may 
actually be the result of contaminants released 
into the environment long ago. 

The uneven distribution of contaminated wells 
and the vagaries of subsurface groundwater and 
contaminant movement are among two primary 
factors which figure heavily in current and 
planned District programs to identify the 
sources and extent of groundwater 
contamination in the Llagas Basin. 

 Health Threats Posed By Waste Water 
Contamination 

To operate effectively, on-site wastewater 
treatment systems must be designed to utilize 
either the intrinsic properties of the soil or be 
augmented with some other mechanism for 
removing potential pollutants from the 
wastewater. Pollutants present in wastewater 

include suspended solids, pathogenic 
organisms, oxygen-demanding organic 
chemicals, phosphates, sulphates, chlorides, and 
nitrates. Design of the leach field to capitalize on 
bacterial decomposition (which takes place in 
the upper few feet of the soil) is critical to 
system effectiveness. The design objective is to 
remove all disease-causing pollutants before 
they can contact ground or surface waters. 

Contaminants associated with septic system 
failure include nitrate salts, fecal 
microorganisms and viruses. Bacteria and 
viruses can cause many human diseases. Fecal 
coliform is an indicator that there is a problem 
with human or warm-blooded animal waste 
(from pets, wild animals, human sewage) 
present in the water. Viruses are highly 
persistent in wastewater and may remain a 
viable means of infection for months after their 
entry into the wastewater. 

Another potential contaminant that can come 
from septic systems is nitrogen. Nitrogen can 
also be introduced into the environment in from 
fertilizers and manure. If the nitrogen level of 
well water is too high, the water can potentially 
be hazardous to infants in their first six months 
of life. Nitrogen in lower concentration levels 
can also contribute to contamination that leads 
to increased enrichment of nutrients in rivers, 
streams, or estuaries. This can cause algae 
blooms and loss of dissolved oxygen, 
detrimental to plants and animals in estuarine 
waters. 

EVOLUTION OF ON-SITE WASTEWATER 
TREATMENT SYSTEMS 

 Conventional On-Site Wastewater 
Treatment Systems (OWTS) 

OWTS technology has evolved significantly 
since sealed tank and drain-field systems began 
replacing cesspools in the 1950s and 1960s. Not 
only has conventional system design been 
improved, but alternative wastewater treatment 
design and technologies have improved in 
design and reliability. The predominant design 
for most rural properties is the conventional 
tank and drain field, commonly known as a 
septic system [see sidebar, “Conventional 
Residential Septic Systems”]. 
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The design for conventional OWTS is relatively 
simple, reliable, and works on most parcels that 
do not have geologic or hydrologic constraints. 
Permitting by the Department of Environmental 
Health involves a review of site conditions, soils 
testing, and system design consistent with 
prescribed standards, with no requirement for 
an operating permit. The only recommended 
maintenance is to utilize the diversion valves 
installed on most systems to “rest” each 
independent leach field area annually, and to 
pump the solids from the septic tank every 3-5 
years. For these reasons, conventional OWTS 
will likely remain the most common on-site 
means of disposing of wastewater for both 
residential and non-residential uses in the rural 
unincorporated area. 

 Alternative Waste Water Disposal 
Systems 

Where the land area available for a conventional 
OWTS on a parcel of land is limited, or soil 
conditions are poor (e.g., high seasonal 
groundwater table or bedrock), property owners 
may need to consider a modified on-site 
wastewater treatment system, also known as an 
alternative on-site wastewater treatment system. 
Alternative OWTS use pre‐treatment of septic 
tank effluent before it is discharged to the soil of 
a drain field or mound. These pre‐treatment 
systems include either the use of sand, peat, or 
textiles as a medium where filtration and 
biological degradation of fine solids, pathogens, 
and nutrients occur. Other types of pre-
treatment units use oxygen to break down 
organic matter. Because these aerobic treatment 
units decompose organic solids quickly, the 
wastewater leaving the system is cleaner. 

With either of these alternative technologies, 
filters or aerobic treatment units, more 
contaminants are removed prior to dispersal in 
the drain field. Consequently, the size of the 
drain field may be reduced. Alternative OWTS 
also include a variety of approaches to drain 
field design, which offer flexibility in where the 
drain field can be located on a parcel [see 
sidebar, “Alternative Waste Water Systems”]. 

 

 

 
Alternative Systems for On-Site 
Wastewater Disposal 
Alternative on-site wastewater treatment 
systems include supplemental treatment 
systems and various types of dispersal 
methods used in place of or as a variation of 
a conventional gravity leaching trench 
located on a parcel. The most common 
types of supplemental treatment are 
intermittent and recirculating sand filters and 
various types of proprietary systems, 
including media filters and aerobic treatment 
units. Alternative dispersal methods include 
shallow pressure distribution trenches, 
mound systems, at-grade systems, raised 
sand beds, and subsurface drip dispersal. 
Compared to conventional on-site systems, 
alternative systems generally have 
additional mechanical and electrical 
equipment (such as pumps, blowers, timers, 
alarms, etc.), that increase the need for 
inspection and maintenance. Some, but not 
all, alternative systems can provide a means 
of reducing the total footprint of an on-site 
wastewater treatment system where suitable 
land area is a significant constraint. 
The County’s On-Site Wastewater 
Treatment Systems ordinance permits 
alternative systems authorized by the 
Director of Environmental Health for the 
repair or upgrading of any existing on-site 
system and for new construction on any 
legally created parcel where: (a) it is 
determined that sewage cannot be disposed 
of in a sanitary manner by a conventional 
septic tank–disposal field system; or (b) the 
Director determines that an alternative 
system would provide equal or greater 
protection to public health and the 
environment than a conventional septic 
tank-disposal field system. Types of 
alternative systems permitted are limited to 
those identified in the On-Site Systems 
Manual for which siting and design 
standards have been adopted. All alternative 
systems can only be installed by a 
contractor licensed by the State Contractors 
License Board qualified to install OWTS. 
Final approval of alternative system 
proposals are at the discretion of the 
Director in cases where a serious question 
is raised concerning public health hazards or 
water quality degradation which may result 
from the proposed installation. This allows 
the Director to exercise additional discretion 
on the side of caution in special cases. 
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Community Wastewater Treatment 
Systems 
Another type of wastewater treatment 
system, more similar to a centralized 
sanitary sewage treatment facility, is a 
“Community Wastewater Treatment 
System.” These are sometimes referred to 
as a “small engineered” waste water system 
or “package treatment plant,” which is 
designed to serve larger groups of 
residences or non-residential uses, as 
opposed to an on-site system designed to 
serve a single residence or other non-
residential use. Most “package treatment 
plants” are usually designed to handle more 
than 2,500 gallons of effluent per day 
(roughly equivalent to the output of five 
single family homes) and are considerably 
more costly and complex than the 
conventional or alternative on-site 
wastewater systems designed to serve an 
individual property. Due to their complexity, 
engineered or “package” systems are 
regulated by the State and may require 
oversight by a state-certified wastewater 
treatment facility operator. 
Unlike large-scale, municipally operated 
sewage plants, engineered or “package” 
plants are typically privately financed and 
maintained through a form of special district, 
such as a community services district. They 
may also employ a range of water treatment 
technologies other than those normally 
found at municipal facilities. Unlike on-site 
septic systems, package treatment plants 
are directly regulated by the Regional Water 
Quality Control Boards, which issue waste 
discharge permits per state requirements 
(WDRs). In Santa Clara County, particularly 
for rural unincorporated areas, policies 
strictly limit the use of such package or 
engineered systems to situations remedying 
areawide failures of on-site wastewater 
treatment systems on existing residentially 
developed parcels, to ensure consistency 
with overall countywide land use and 
development policies. Otherwise, on a case-
by-case basis, where all other land use and 
development policies are met, a non-
residential use may be approved for 
utilization of a small engineered system, 
where conventional or alternative on-site 
systems are constrained or may not prove 
as effective or long-lasting as necessary. 

 

 

There are many undeveloped rural area parcels 
that will never be able to meet standards for 
conventional OWTS. Generally, these are 
substandard parcels on steep slopes, some with 
bedrock at or very close to the surface. Others 
may have high groundwater, drainage 
problems, or limited space. Still more may be 
composed entirely of soils that do not percolate 
properly. Those who wish to develop such sites, 
whether for residential or non-residential 
purposes, may be able to overcome these 
physical limitations by taking advantage of a 
variety of alternative on-site wastewater 
treatment technologies. In addition, because 
most alternative system designs can remove 
contaminants from effluent prior to dispersal to 
the drain field, they can be used to augment 
conventional OWTS design in cases where either 
the drain field is losing effectiveness or where 
the OWTS may have been constructed prior to 
the requirement for setbacks to groundwater 
and surface water bodies, such as lakes and 
creeks. 

Alternative OWTS also provide environmental 
benefits that can make them attractive to 
property owners, even in cases where a 
conventional OWTS system is feasible. As noted 
above, alternative systems can remove 
contaminants from effluent prior to dispersal to 
the drain field, providing added assurance that 
groundwater quality will not be degraded. In 
addition, alternative systems may require less 
land area and offer flexibility in drain field 
design, potentially reducing ground disturbance 
and helping to avoid impacts to environmental 
resources, such as creeks and trees. 

Because alternative OWTS are more complex 
than conventional OWTS, and involve 
additional components such as electric pumps, 
filters, and electronic controllers that can fail, 
they require routine monitoring, maintenance, 
and reporting by a person certified in inspecting 
these systems. Unlike conventional systems, the 
Department of Environmental Health requires 
an operating permit to provide the basis for 
verifying system performance and ensuring 
ongoing maintenance. 
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Strategies, Policies, 
and Implementation 

The strategies, policies and implementation 
measures described below are intended to 
prevent or minimize wastewater contamination 
of the County’s water supplies. Given the vast 
scale of the County’s rural areas, and the diverse 
nature and age of development in many parts of 
the rural county, preventing adverse impacts to 
groundwater and surface waters can be a 
challenge. However, with proper standards for 
conventional systems and alternative system 
technologies, additional groundwater protection 
can be achieved, furthering the goal of 
protecting public and private drinking water 
sources. 

 

Strategy #1: 
Ensure The Long-Term Reliability 
Of On-Site Wastewater Systems 

 
There are a number of important factors that 
impact the reliability of on-site wastewater 
treatment systems over the long term, such as 
comprehensive design standards and County 
Ordinance Code provisions. These standards 
and provisions are periodically reviewed and 
updated utilizing current scientific studies and 
for consistency with requirements of the State 
Water Resources Control Board, to ensure that 
systems are installed with the most reliable 
design standards available. Requiring 
appropriate OWTS monitoring and maintenance 
are also important, as is property owner 
knowledge of ongoing operation and 
maintenance responsibilities. 

For most properties, conventional OWTS will be 
utilized for their lower cost of installation, 
permitting, and ongoing maintenance and 
inspection needs and are a proven technology 
that is reliable and safe to public health and the 
environment. However, both conventional and 
alternative system technologies play a role in 
ensuring that OWTS can function reliably for the 
foreseeable future where urban services such as 
municipal wastewater systems are neither 
prescribed nor feasible for the more sparsely 
populated rural areas of the county. 

 

Strategy #2: 
Prevent Wastewater Contamination 
of Groundwater Supplies 

 
For Santa Clara County, a primary responsibility 
is ensuring the continued safety of rural area 
residents, farms and businesses who are, by and 
large, completely dependent on wells for fresh 
water supplies. Beyond the needs of rural area 
users, residents and businesses countywide are 
also highly dependent for their drinking water 
supplies on the integrity and quality of the 
system of groundwater aquifers beneath Santa 
Clara and Llagas Valleys. These aquifers serve 
as groundwater water conduits and storage for a 
substantial portion of the urban population. The 
county has a responsibility to maintain the 
quality of this water supply resource to the 
greatest extent feasible through its land use and 
development policies. 

EFFECTIVE PROTECTIVE MEASURES 

To maintain water quality, the cities, County, 
State Department of Public Health, Regional 
Water Quality Control Boards and the Santa 
Clara Valley Water District already have many 
laws, policies, standards, and enforcement 
procedures in place to safeguard this critical 
supply of water. Implementing and enforcing 
County regulations necessarily impose certain 
financial and other obligations on individual 
property owners and businesses, such as OWTS 
permitting and maintenance costs. 

While these obligations may be unavoidable, the 
objective of protecting public health is one of the 
County’s highest priorities. The County’s 
responsibility is to develop the most fair and 
effective regulatory measures. By continuing to 
work closely with concerned citizens, affected 
business and farming interests, and water 
quality professionals; practical and cost-effective 
regulations can be implemented and 
unnecessary or unduly burdensome measures 
avoided. For example, making greater provision 
for alternative on-site wastewater treatment 
systems is a positive development. However, 
with those allowances there are additional 
oversight, permit, and maintenance 
requirements to ensure the County balances 
public and private interests. 
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PREVENTING WASTE WATER 
CONTAMINATION 

One very effective way to ensure long term 
protection of surface and ground water supplies 
is to minimize the opportunities for wastewater 
to contaminate those supplies in the first place. 
The County’s fundamental urban development 
policy, that urban development should occur 
within cities and be served by community 
municipal wastewater systems, is key to 
achieving that objective. 

Some development is appropriate for and will 
occur in the rural area. As long as that 
development is appropriately located and is low 
density and low intensity in character, cleansing 
and filtering actions of the natural environment 
will safely treat the wastewater from 
conventional and alternative treatment systems. 
To achieve this, certain conditions will need to 
be met. Sites with geologic, soil or hydrologic 
conditions that impair efficient septic system 
operation must be avoided. The design and 
construction of septic systems must assure 
effective long term operation. 

Equally important to the long term effectiveness 
of septic systems is proper maintenance by 
property owners. Failure to periodically 
maintain septic systems can result in poor 
performance and increased pollutant output. 
(see sidebar on conventional system design 
requirements). The County should periodically 
take measures to ensure adequate awareness 
and understanding of property owners’ 
obligations for proper long term care of on-site 
wastewater treatment systems. The following 
policies help serve the mutually reinforcing 
strategies of ensuring long term reliability of 
OWTS and protecting groundwater quality. 

 Policies and Implementation 

 
R-HS 40 
Urban land uses shall be located only in cities 
and served by centralized wastewater treatment 
systems. 

 

 

R-HS 41 
To minimize the likelihood of surface or 
groundwater contamination, and to avoid the 
need for urban levels of services and 
infrastructure, allowable density of 
development in the rural unincorporated area 
will be maintained at very low density. 

R-HS 42 
All new conventional on-site wastewater 
treatment systems shall be located only in areas 
where: 
a. there is reasonable assurance that they will 

function effectively over a long period; 
b. they can be designed to have a minimum 

negative impact on the environment; and 
c. they will not contaminate wells, or surface 

and groundwater supplies. 

R-HS 43 
No on-site wastewater treatment system, either 
conventional or alternative systems, shall be 
allowed where site characteristics impede their 
operation, including: 
a. a. high seasonal groundwater conditions; 
b. soils with wastewater percolation rates less 

than one minute per inch or greater than 120 
minutes per inch; 

c. limited depth to bedrock; or 
d. slopes in excess of 20% without appropriate 

studies. 

R-HS 44 
Alternative on-site wastewater treatment 
systems may be allowed for residential and non-
residential uses appropriate for the rural areas, 
providing: 
a. a. the County has approved a program and 

ordinances which ensures that the system’s 
long term maintenance, operating, 
monitoring and permitting costs are 
provided for by the owner of the property; 

b. the system is approved by the Department 
of Environmental Health demonstrating safe 
and effective long term operation; 

c. the system includes adequate measures to 
prevent malfunction or environmental 
damage in the event of system or electrical 
failure, if dependent on electrical power 
supply for pumps or other equipment; 

d. the system is appropriate to the site for 
which it is proposed; 
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e. the system is in compliance with all the 
other pertinent County policies and 
regulations, as well as Regional Water 
Quality Control Board waste water 
discharge requirements; and, 

f. the density or intensity of allowable use is 
otherwise consistent with the County’s 
General Plan, Zoning Ordinance, and other 
applicable ordinances and development 
standards. 

R-HS 45 
On individual rural parcels where conventional 
on-site wastewater treatment systems have 
failed and cannot be replaced or repaired, 
alternative on-site wastewater treatment 
systems shall be choice of remedial technology, 
provided system standards can be met and 
required permits are obtained. 

R-HS 46 
Conventional, alternative, or other engineered 
wastewater treatment systems shall not be 
allowed to serve two or more individual 
residential properties, except for those 
circumstances where they are determined to be 
the only possible solution to an area-wide 
pattern of on-site wastewater treatment system 
failures in an area of existing residences on 
existing legal parcels. In such circumstances, 
where an existing or expected public health 
emergency has been determined, and 
appropriate administrative procedures have 
been followed, the County may authorize the 
establishment of a community-serving 
conventional or other type of wastewater 
treatment system to remediate the area’s pattern 
of system failure, provided that the use of 
individual on-site wastewater treatment systems 
have been evaluated and conclusively found to 
provide an insufficient remedy. 

Implementation Recommendations 

R-HS(i) 10 
Periodically review land development and 
onsite wastewater treatment system ordinance 
and technical standards for areas which must 
rely on conventional or alternative on-site 
wastewater systems so as to ensure proper 
design and functioning, take advantage of 
improvements in technology and professional 

practices, to minimize potential for negative 
environmental impacts, and to maximize the 
useful life of such systems. (Implementors: 
County Department of Environmental Health 
and Department of Planning and Development) 

R-HS(i) 11 
Monitor and report the number of new 
alternative on-site wastewater systems 
permitted on a periodic basis as part of program 
implementation and ongoing evaluation of such 
technologies. . (Implementors: County 
Department of Environmental Health and 
Department of Planning and Development) 

R-HS(i) 12 
Encourage proper use and long term 
maintenance of conventional and alternative on-
site wastewater treatment systems through 
educational means and real estate transfer 
disclosure of property owner responsibilities, 
including publications and educational 
programs. (Implementors: County Department 
of Environmental Health, and Department of 
Planning and Development) 

 
Strategy #3: 
Monitor Groundwater Quality 

 
On-going programs to monitor groundwater 
quality will enhance the likelihood that 
contaminants will be identified before they enter 
the aquifers or before substantial damage to 
water quality has occurred. . Monitoring 
programs will also aid local agencies in 
identifying the source of contaminants and take 
the appropriate steps to mitigate them. 

Long-term monitoring of groundwater quality 
will enable the County and other agencies to 
implement programs to protect and enhance 
water quality in areas threatened by pollution. 
Understanding the source or cause of water 
contamination may also enable officials to 
develop effective remediation strategies to 
restore groundwater sources which have been 
compromised. 
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INTER-AGENCY COOPERATION 

County staff has established positive working 
relationships with the staff of the Regional 
Water Quality Control Board, the Santa Clara 
Valley Water District, and local water suppliers. 
This spirit of cooperation makes the work of all 
these agencies more effective and more 
productive, thus serving the interests of all 
county residents. County staff should continue 
to look for opportunities to enhance these 
working relationships with the objectives of 
developing more consistent standards and 
regulations and ultimately maximizing the 
productivity of each agency. 

 Policies and Implementation 

 
R-HS 47 
The long-term viability and safety of surface and 
groundwater supplies countywide shall be 
protected from contamination to the highest 
degree feasible. 

R-HS 48 
To enhance the effectiveness of each agency’s 
efforts to protect local surface and groundwater 
quality, the County should encourage 
cooperation between the regional and local 
water agencies, sharing of information, and 
appropriate ongoing water quality monitoring 
efforts. 

Implementation Recommendations 

R-HS(i) 13 
Collaborate among County departments and 
state and local agencies to ensure current surface 
and groundwater monitoring complies with 
applicable state laws and standards regarding 
on-site wastewater treatment systems, including 
AB885. (Implementors: County Dept. of 
Environmental Health, Dept. of Public Health, 
Regional Water Quality Control Boards, Santa 
Clara Valley Water District) 

R-HS(i) 14 
Maintain and enhance agency efforts to develop 
or convert to GIS digital format all data relating 
to soil and groundwater characteristics which 
affect the operation of conventional or 

alternative on-site wastewater treatment 
systems. (Implementors: County Department of 
Environmental Health and Department of 
Planning and Development) 

R-HS(i) 15 
Offer low cost laboratory access for 
groundwater and well-water testing. 
(Implementors: County Public Health 
Laboratory) 


